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Mod. 45131
 

Amplified horn weatherproof 
loudspeaker 15W 

The mod. 45150 loudspeakers is a weatherproof and exponential 
horn, with amplifier included, designed to be used in both indoor and 
outdoor industrial environments, that include the presence of heavily 
agressive atmospheric agents (acids, oils, gases, salt) and loud 
background noises. .

The speaker is characterized by an high level efficiency (Acustic 
Pressure) particularly suitable to grant the sound distribution also in 
large venues.

The internal amplifier can generate until 15Wrms of electrical 
power. 

It comes with a mounting braket that eases installation and allows 
its orientation towards any direction. 
   The speaker includes a connection cable protected by an insulated 
flexible tube ending in a multipolar joint where it is possible to 
performe connections with the other cables coming from the system.

The power feed could be directly 48Vdc or 110/220Vac through 
and external power source. 

Mechanical characteristics

Pressed aluminium horn, ivory colored

ABS waterproof resin back cover, ivory colored 

Connection cable 600 mm long, protected by an insulated flexible tube 400 mm long, with multipolar junction 

Metal mounting backet, vertical and horizontal orientation 

mm: 289 x 207 mm: 280 Dimension of the horn 

Weight Kg: 3 

Depth 

Protection degre IP: 55 

Electrical properties

Tension Vdc: 48 Wrms: 15 

A: 0,009 A: 0,49 

Hz: 340 - 6.600 dB: 113 

Consumption @ rest 

Frequency response(-1dB) 

Acoustic response @ 15Wrms, 1mt dB: 125 

Max power

Consumption @48Vdc 15Wrms 

Acoustic Pression @ 1W, 1mt 

Dispersion angle @ 1.000Hz °: 120 Horizontal    
140 Vertical 

Regulations: 
2004/108/CE CE Directive, Electromagnetic Compatibility CEI   

E  EN 60950-1 Security

Designed and entirly Made-in-Italy Products




