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Series 730
Intercommunication device

 

wall-mounted outdoor, monoline

The 730 Series intercommunication system is designed and 
manufactured to be used with the VAL-TRONICS call and 
conversation system.  

The intercom device is wall-mounted, for outdoor use, in 
industrial areas with loud background noises. 

The device is installed in outdoor potentially explosive and 
fire risk environments, with loud background noises, allowing to 
detect the called person through the loudspeakers and invite her 
to egange the conversation by lifting the handset. 

An additional system can be used and, if connected, it allows 
to silence its loudspeaker during the call, avoiding the 
disturbances caused by the Larsen effect.

The Series 730 is composed by:

Mod. 701 Wall-mounted 
intercommunication 

device 

Mod. 732 - Wall-mounted outdoor 
enclosure with connection terminal

- The intercom device mod. 701 is the main component of the system; it contains the power supply, 
the priamplifier to intervene on the signals received by the handset, the power amplifier to intervene on the 
signals received from the speakers and the proximity switch to connect or disconnect the device with the 
system.

- The mod. 732 enclosure has a  IP55 protection grade and it can be wall-mounted or built-in a column. It 
is completely made in aluminium printed and phosphatated foil with layers of epoxy paint, granting an high 
level protection even from the most aggressive atmospheric agents, always present in the industrial and semi-
industrial environments. It comes with a weatherproof door with handle, granting a IP55 protection grade 
when door is closed and a IP42 protection grade when door open. Within the enclosure there is a terminal that 
connects the device to the system. 

The device supply is 110/220Vac 50-60Hz, or directly 48Vdc with centralized power supply. 

Regulations: 
CEI EN 60950-1 Security 

2004/108/CE CE Directive, Electromagnetic Compatibility 

Designed and entirly Made-in-Italy Products 




