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Series 920-55
Desktop intercom device 

5 lines

The Series 920-55 is an intercommunication system, designed and manufactured to be used with the VAL-
TRONICS call and conversation solutions.

The devices can be placed in both civil and industrail environments and allow to perform personnel 
locator calls and direct calls in 5 indipendent lines. 

In each line, it is possible to connect dozens of devices or amplifiers. In this way it is easier to organize 
the area of the sound spreading by subdividing it and creating multiple indipendent systems connected to 
their own central station (star connection with cable of 9 conductors mod. 38309). 

It is possible to choose among the multiple lines available on the 921-55 by pushing the buttons on 
the device keyboard: on at the time, two or more lines at the same time or all the lines at the same time. 

The system can also receive incoming calls from other lines devices, and diffuse them through internal or 
external loudspeakers. 

An additional system can be used and, if connected, it allows to silence its loudspeaker during the 
call, avoiding the disturbances caused by the Larsen effect.

The 920-55 system it is composed by: 

Mod. 921-55 
Desktop intercom device, 5 lines. 

Mod. 912-55 
Central supply, amplification and control, 

5 line splitter. 

- The intercom device mod. 921-55 contains all the circuits to perform calls and sustain the conversations, 
the proximity switch to connect or disconnect the device with the system also including a loudspeaker to difuse, 
if required, the incoming calls from the other lines. 
It is made in glossy black colored antishock resin polymer. 

- The mod 912-55 contain the power supply, the preamplifier to intervene on the signals received from the 
handset and the line selection system. it is enclosed in a 3U tall box and it connects through a 2 m long 
multipolar cable, that ends with a connector.  

Regulations: 
CEI EN 60950-1 Secutiry 

2004/108/CE CE Directive, Electromagnetic Compatibility 
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